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ACTUATED FEP / PFA LINED BALL VALVE F/E 150#

e & may some time differ from the actual product. Please ask for final Drawings & Photos against orders.
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SR NO. DESCRIPTION MATERIAL QTY.
01 | SPLIT BODY CS/CF8/CF8MX FEP/PFA LINED| 2
02 | BALL WITH STEM CF8/CF8M X FEP/PFA LINED 1
/\ 03 | LINING FEP/PFA LINING 3 TO S MM 1
= | o 04 | SEAT RINGS VIRGIN PTFE 2
@ = = 05 | GLAND RINGS VIRGIN PTFE 3
LIMIT SWITCH 06 GLAND PUSHER CS / CF-8 1
07 | MANUAL OVER RIDE |C.I BODY 1
08 | SOLENOID VALVE |ALUMINIUM BODY 3/2 OR 5/2 1
09 | ROTARY ACTUATOR |ALUMINIUM BODY S/A OR D/A 1
10 | LIMIT SWITCH ALUMINIUM BODY 1

TECHNICAL DATA
DESIGN & MANUFACTURING STD. | BS5351/I1SO 17292

[ TESTING & INSPECTION STD. APl 598 /1S0 12266
FACE TO FACE: AS PER ANSI B 16.10
END CONNECTIONS : FLANGED AS PER ANSI B 16.5 150#.

STANDARD RESIN SPECIFICATION: |FEP : ASTM D 2116 / PFA : ASTM D 3307

PRIMARY SERVICE RATING & TEST PRESSURE

CLASS WORKING HYD. TEST PRESSURE
PRESS. BODY SEAT TEMP,
150 100 PSIG 225 PSIG 130 PSIG 130/200°C

AIR TEST-SEAT 80 PSIG 10 PSIG; SPARK TEST: 10 KVA
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SIZE CLASS - 150 TORQUE | WEIGHT
NB A B |@dC | @D | @M | N |P.cD. NM KG /ONLY VALVE
374" 127(11.2| 43|98 16 | 4 69.8 10 3.00
1” 127|11.2| S1|108 | 16 | 4 79.2 10 4,00
1172 165(14.3| 73127 [ 16 | 4 | 985 15 8.00
2’ 178|16 92152 | 19 | 4 | 120.6 21 10.00
3’ 20319 | 1271905 19 | 4 |152.4 45 16.00
4* 229|24 | 157|229 | 19 | 8 |190.5 210 24.00
6" 267|255 | 216(279 | 22 | 8 |241.3 310 45,00




